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MINUTES OF MEETING

No

Items Discussed

Action
from /by

1.0

Introduction

1.1

The meeting started with everyone’s introduction.

Info

2.0

Site Boundary & Gazette Plan

2.1

2.2

23

2.4

2.5

Jabatan Ukur briefed that the PDF Gazette plan and the CAD Drawing are both
similar and that the differences in decimals of the coordinates as highlighted by
OWMP are negligible. Jabatan Ukur confirmed that the CAD drawing circulated
to OWMP via DOD can be used for the Site Boundary.

OWMP highlighted that aside from the Gazette Plan, Topographical Survey
drawing is also required to provide the consultant team with the information of
the existing topography, drainage and other services. Topographical Survey is a
mandatory requirement for submission to authorities such as TCP and ABCi for
planning and building approval.

Jabatan Ukur Tutong informed that the Topographical Survey works are no

longer under their jurisdiction. DOD informed that they will liaise with their

department with regards to the process for the procurement of the licensed
surveyor for Topographical Survey Works.

Jabatan Ukur suggested for DOD to send a memo to their department to
request if the Topographical Survey works can be done directly under Jabatan
Ukur Tutong.

Jabatan Ukur also highlighted to OWMP to provide what are the following
specifications required for the Topographical Survey Works to be done such as:

1) Buffer area from every boundary baseline for new features.
2) Utilities as build or new profiles.

3) Topo interval 2 to 10 meters.

4) Invert levels.

5) Scales to desire area.

Info

Info

Info

DOD

OWMP
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MINUTES OF MEETING

Notes:

The notes reflect the authors understanding of discussions at the meeting and should any of those present have different recollections, they
should advise OWMP International of necessary revisions within 48 hours of the issuance of these minutes. These minutes are provided as a
record of discussions and agreements reached at the reference meeting. Any error or omission is to be reported to the writer in writing within

5 days of receipt.
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‘Annexure B’
MICHELLE CONSULTANT & ASSOCIATES LETTER WITH REF. MCA/OWMP/LO02
DATED 17 NOVEMBER 2021
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M1 helle Consultant & Assouates
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lanGadong. MukimGadong, BETHES. Bruner Darussatam

\thclk( un\ulwm \m)

lates d umux].wm

Owur reference: MCA/OWMP/LOG2
Dated: |7 November 2021 (Wednesday)

OWNMP International \uhmd« & Planner
Unit 35 & 55, 1" & 2™ Floor.

Hj Munchit & Hih Dyg Rapiah Complex.
Speg. 13, Jalan Komersial Jaya Seta.
Bandar Seri Begawan. BB2713

Bruner Darussalam

\tention: - Bert Luciano

Vote No: 1116-002
Project: Masjid Baru STKRJ Telisai
Subject: Topographical Survey Request with Specification

Dear Su/Madam

With reference to the above mentioned subject and the following correspondences and/or
cvents:-
1) Refer to vour WhatsApp text dated 13 November 2021

2y Your follow up Whatsapp text dated 16 November 2021
\s requested. we attached here with the following for your action

a) Survey specification page | o 3

by Drawing reference TOPO - 0] and TOPO ~02

[f vou have any query. please contact the undersigned

[hanks vou.

Yours Fathtully, e —
MICHELLE l"QN ULTANT &, \‘:f‘:ﬂi |ATES
0 Box 1N Hnmer HA17
3133.am {

24248
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Vote No: 1116-002

Projec

t: Masjid Baru STKRJ Telisai

Subject: Topographical Survey Request with Specification (17 November 20621)

I. Engineer Approved Brunei Survey Department Licensed Surveyor

On

lv the above stated surveyor (with valid certification) would be aliowed to carry

out any survey.

All

Scope ol Survey

survey shall be carried out and pick up at least the following items. Other features

man-make or otherwise shall also be pickup.

2.

3D

2.3

2.4

o
o
-

4
~3

- Existing man-make features. Manhole. services. works
All man-make and natural features shall be pickup and labeled as such in the
drawings. Invert level of all manholes shall be identify within the shaded area.

Satety Gears
All survevors and their staff shall be in full safety gear during the whole site
operation.

- Warning Light & Signage

When survey or any work is near to public road or public vicinity. warning light
and signage shall install at least one week before the work and shall be maintained
during the whole operation and only to be dismantled as soon as the survey work
in that location i1s completed.

. Existing Services - Gas. Oil. Electricity and others

In the event of encountering gas. o1l or any services — these shall be clearly
marked and make known to the team and the engineer. Utmost care must be taken

Rivers, Streams & Drains
All features of the above must be traced and marked on the drawing. This shall
include the low. high water level (for tidal) and also the invert levels of the stream

system

Limits of survey

All survey shall extend at least 6 metres bevond the himits of the site. In the even
the road form the boundary then the whole road shall be surveved and including
the drain and all features as encountered

Road
Survey of road shall include all road furniture such as road signage. road marking.
crush barrier. lamp post and etc

Private, public, gazette and other demarcated Property
All such properties shall be cleared markgd on the drawings. Boundary stone so
encountered shall be denoted with the correct marking as per Brunei Swrvey
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Vote No: L116-002
Project: Masjid Baru STKRJ Telism
Subject: Topographical Survey Request with Specification (17 November 2021

Department designation. The northing and casting of these boundaries stones shall
also be cleared tabled m an appropriate box with the drawing.

2.9, Frequency of survey
Topographical survey shall be conducted at 4m square grnid with local
depression or otherwise also pick up at random

2.10. Sections and Longitudinal Sections
Cross section and longitudinal section shall be decided by the engineer,
211, No Working during Rain and Lightning
UInless otherwise stated no work shall be done during the raining or
lightning
2.12. No Working at night

Unless otherwise instructed no work shall be done at night

3. Temporary Bench Mark
Prior to any construction activities, a temporary bench mark shall be located near to
site and remained unaffected by the site construction and protected at all time durig
this period.

4. Brunet Datum
Levels will be in terms of Brunei State Datum 88, Bearings and coordinates will be in
terms of Borneo RSO projection.

i

Accuracy of survey
All surveyv shall be accurate to the nearest 3mm uniess specified otherwise,

6. Drawimg Production
6.1. Key Plan
Kev plan shall be in 1:10000 scale with the interior detail plan indicated
6.2, Scale
Scale for section shall be 1:300
6.5 Contours

Contour for the plan drawing shall be 1:300 unless otherwise stated

Insurance
Contractor must have all risk insurance vahid for the duration of the surves

8 Authority Approval
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Vote No: 1116-002

Project: ¥

asjid Baru STRRJ Telisal

Subject: Topographical Survey Request with Specification (17 November 2021)

Contractor is expected to obtain all the approval for his work prior (o commencement
on stte .
Submission for Review and Approval
9.1 Review Period
All document submitted to the engineer for review will be reviewed with
21 working days effect from the date submitted by the contractor.

9.2, Signed Hard Copy
All submission for review and approval must be pre-signed by the Brunci
Survey Department licensed surveyor for each and every hardcopy

9.3. Softcopy in autocadd dxt format —dvd rom
Approved survey shall be submitted in autocadd dxt format i dvd rom -

in 2 sets to the Engineer

9.4 As-built
At the end of the project. a complete re-survey of the whole site including
anv enlargement of the scope and in the same scope and depth as the

original survev. This shall also be submitted to the engineer’s review and
approval.
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